
BEARING INSTALLATION (NO Spindle Hub System)

Step 2
Install threaded screw
in tightening bar
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Step 4

92
0

92
4

920

Use opposite external bearing
adapter into the hub and
Install another tightening bar
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Step 3
Install components and follow the order
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Tighten the bars to
press into bearing

Step 6

Use the same steps
on the other side

Parts removal
Bearing installation step complete
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Step 1
Select the correct external bearing
adapter and guiding pin according
to bearing number

EX：Bearing number 699
ID 9 mm - OD 20mm
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Threaded Screw Threaded
Tightening BarSpindle Fixtures ( External bearing adapter / Guiding pin )

TWIST

Step 2
Install threaded screw
in tightening bar

18

19

Attention
directionality!

Step 4
Use opposite external bearing
adapter into the hub and
Install another tightening bar
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Step 3
Install components and follow the order

(Step1+Step2)
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Guiding pin
pushed to
the position

Step 5
Tighten the bars to
press into bearing
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Step 6
Parts removal

Step 1
Select the correct external bearing
adapter and guiding pin according
to bearing number

EX：Bearing number 6900
ID 10 mm - OD 22 mm
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All parts removal
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Install original spindle into hub
and follow the order

Tighten the bars to
press into bearing
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( Same as Step 5 )
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Right Side Bearing
Installation step complete

Left Side Bearing
Installation step complete

REPLACEMENT TOOL

 BB Cup Extractor Ø44 / Ø50

BB Shell Cup Ø41 / Ø42 / Ø46

BB Cup Holder

Bearing
Holder

BB CUP Guide
PREE IN 24/30

Bearing Guide
ID 25/30

BB CUP
Wrench

Axis Fixture
for 24/30 mm

Collet
(24mm)

Collet
(30mm) Collet Expander

M10 Bolt
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Twist- Fit BB INSTALLATION ( Non-DRIVE SIDE  /  DRIVE SIDE ) BEARING INSTALLATION ( Non-DRIVE SIDE  /  DRIVE SIDE )

Twist- Fit BB EXTRACTION ( Non-DRIVE SIDE  /  DRIVE SIDE ) BEARING EXTRACTION ( Non-DRIVE SIDE  /  DRIVE SIDE )

1
Match specifications

For BB Spindle DIA.
24mm

30mm

For BB Shell
ID Ø41 / Ø42 / Ø46

Step 1

Step 1
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Step 3
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Press in
(Non-DRIVE SIDE)

Part removal
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Twist lock
(DRIVE SIDE)
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Installation step complete

Use Torque wrench
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Part removal

(Non-DRIVE SIDE)
Drop out of  BB Shell

Unscrew
(DRIVE SIDE)
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Match specifications

Tighten the nut
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For BB Spindle DIA.

24mm
30mm

ID：Ø44 / Ø50
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Bearing

Bearing
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Spindle collet

Use the same steps
on the other side

Bearing out put

Press in both side bearing
into BB cup

Installation step complete 
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30mm

24mm
The collet hook
inside of bearing

First step of all

Extraction step complete


